FLANGES CONFORM TO ANSI B16.1 CLASS 125.

COLD WORKING PRESSURE 150 PSI

150B FLANGED BUTTERFLY VALVE WITH TRAVELING NUT ACTUATOR, HANDWHEEL, EXTERNAL CLOSE STOPS AND POSITION INDICATOR

 DIMENSIONS, INCHES

<table>
<thead>
<tr>
<th>VALVE SIZE</th>
<th>AWWA C504 CLASS</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E QTY.</th>
<th>E TAP</th>
<th>E DEEP</th>
<th>F</th>
<th>G</th>
<th>H</th>
<th>J</th>
<th>K</th>
<th>L</th>
<th>T*</th>
<th>TURNS TO OPEN</th>
<th>NO. OF BOLTS</th>
<th>BOLT SIZE</th>
<th>ACTUATOR SIZE</th>
<th>SHPG WT.</th>
</tr>
</thead>
<tbody>
<tr>
<td>6</td>
<td>150B</td>
<td>5.00</td>
<td>9.50</td>
<td>11.00</td>
<td>1.00</td>
<td>4</td>
<td>3/4-10</td>
<td>1.00</td>
<td>7.00</td>
<td>8.12</td>
<td>1.50</td>
<td>10.8</td>
<td>9.38</td>
<td>8</td>
<td>0.50</td>
<td>15</td>
<td>8</td>
<td>3/4</td>
<td>LS-1.2A</td>
<td>92</td>
</tr>
</tbody>
</table>

DISC SHOWN ROTATED 90°

SEAT ADJUSTABLE FROM THIS SIDE.

FLANGES CONFORM TO ANSI B16.1 CLASS 125.

150B FLANGED BUTTERFLY VALVE WITH TRAVELING NUT ACTUATOR, HANDWHEEL, EXTERNAL CLOSE STOPS AND POSITION INDICATOR

COLD WORKING PRESSURE 150 PSI

VALVE DRAWN TO SCALE.

*DISC SHOWN ROTATED 90°